
This datasheet and all the information contained in it have been made to inform our customers in the best possible 

way. All values are given to us by our supplier. The user is always responsible for evaluating the suitability of the 

product according to the specific requirements. Values may change without prior notice. 

 

 

 
T E C H N I C A L  D A T A S H E E T 

 
 

Material : LinaSuper, para (NR) rubber sheeting 

Color  : red 

 

Specification material 

Surface one side smooth, one side textile print 

  

Mechanical and chemical properties 

Polymere NR Reach and Rohs compliant 

Hardness (UNE-EN ISO 868) 38 +/- 5º Shore A 

Specific weight (UNE 53526) 0,97 gr/Cm³ 

Tensile strength (UNE-ISO 37) Min. 25,0 MPa 

Elongation (UNE-ISO 37) Min. 600% 

Abrasion 5N (UNE-ISO 4649) Max. 65 mm³ 

Tear strenght angle (UNE-ISO 34-1) Min. 25 kg/cm 

Resilience % (ISO 4662) 70 mean values in % 

Modulus 500% (ISO 37) 6 mean values in MPa 

Working temperature  -30 / +80 ºC 

 

Chemical resistance 

Ozone resistance Moderate 

Weather resistance Moderate 

Oil resistance  Low 

Acid resistance Acceptable 

Base resistance Acceptable 
 

 


